
BR-900  MACCHINA TENDI TOMAIA / Machine for upper pulling

FUNZIONI
• Macchina tensionatrice per verificare l’integrità della tomaia, ad una

stazione di lavoro.
• Macchina ad elevata flessibilità lavorativa, adatta per calzature 

di ogni tipo.
• Regolazione corsa della forma.
• Regolazione pressione salita della forma.
• Regolazione tempo di lavoro tramite il temporizzatore.
• Le pinze di bloccaggio tomaia si chiudono con un comando a pedale 

mentre le mani sono ancora impegnate.
• Le piaste di bloccaggio della tomaia sono regolabili a seconda della 

numerazione e del modello.
• Possibilità di personalizzare la modalità di lavoro .

CARATTERISTICHE TECNICHE
Dimensioni (L,P,A,): 530x630x1060 mm
Pressione di esercizio: 6 / 7 bar
Alimentazione: 220V / 50 Hz
Potenza: 0.1 Kw
Peso: ~ 80 Kg

TECHNICAL FEATURES
•  BR900 are designed to allow toe upper pre-pulling to verify his integrity.
•

•  Alu-Mould stroke adjustment.
•  Rising mould pressure adjustment.
•  Working time adjustment.
•  Closing pincers operation is commanded by pedal while hands are yet on alu-mould.
•

•  Possibility to customize the work mode.

TECHNICAL SPECIFICATIONS
Machine Size (W,D,H): 530x630x1060 mm
Air pressure: 0.60 / 0.70 Mpa
Voltage: 220V / 50 Hz
Power: 0.1 Kw
Weight: ~ 80 Kgs

Machine with high working flexibility, suitable for all types 
of footwear.

The upper locking plates are adjustable depending on the type
numbering and model.
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